RILOVETER POST [SHEET] TOTAL
ors7] counry [ woure [ RETERTORT PRG adts

\
L1 \ \
L

etric

W'

REGISTERED CIVIL ENGINEER

uly I, 19
PLANS APPROVAL DATE
7re Stare of Callfarnia or Jrs officers or

agervs shall not be responsible For fhe accuracy
or completensss of electronic coples of this plan
speer.

Sand Filled Module

13 mm Min

Direction of Travel == Surfoce 50 mm Min (Typ)

Downward_Slope

300 mm Max .
150 mm Min Typ ’-—600 Greater Than 5%
150 mm Min Typ 5% Max
T* Fixed AC or Epoxy Mortar
760 mm Mww//onjacr Base to New Slope
ELEVATION
Type R
Marker
forke \ 18 m Mox SLOPED SEAT DETAIL
(See Note 4
150 mm Min TYD% 760 mm Min 965 mm 1D 25 mm Wide
e White Line
150 mm Min Typ 300 mm Max
Direction of Travel =g 100 mm
Paint Mass of Sand In
Kilograms for Each Module
ARRAY ‘U2l
Approach speed 100 km/h or less PAINTING DETAIL
(See Note 5)
Direction of Travel e=g= NOTES
300 mm Max
0 i T‘5° mm Min Typ f-— 600 L Indicates module location and mass of sand in kilograms for each
mm Min TP T Fixed module. Module spacing Is based on the greater diameter of the
150 mm Min Typ | 1760 mm Min /objecf modules.
2. All sand masses are nominal.
1.8 m Max 3. Each module is to contain amount of sand indicated, suppor ted
according to the manufacturer’s instructions.
Direction of Direction of 4. Modules shall be placed on asphalt concrete, epoxy mortar or concrete
150 mm Min Typ- 760 mm Min Downward Slope Downward Slope surface. Modules to be placed on surfacing with greater than 5%
' downward slope shall be seated as shown.
i 75 mm N .
150 mm Min Typ 300 mm Max 5. Mass of sand and outline of each module shall be painted on the
25 mm x 25 mm X 25 mm 25 mm Thick Plywood i
Direction of Travel e Conc Blocks - Total 3 [P AHUNLRE surface at each module location.
6. Module blocking, epoxied to the deck surface,is required for all
\ . M W modules placed on bridge decks. Two occeptable alternatives are
ARRAY U|6 PLAN shown. Other alternatives recommended by the manufacturer and

Approaoh speed 10 km/h or less approved by the Engineer will be accepted.

~

. Place the top of the Type R marker panel 25 mm below the module lid.
Sond Filled Module

Downward Slope
( 57 Max

ELEVATION STATE OF CALIFORNIA

BRIDGE DECK MODULE BLOCKING DETAILS DEPARTMENT OF TRANSFORTATION
(See Note 6) CRASH CUSHION,

SAND FILLED
(UNIDIRECTIONAL)

NO SCALE

ALL DIMENSIONS ARE IN
MILL IMETERS UNLESS OTHERWISE SHOWN A81B

Plywood Blocking
for Alfernative 2
shown
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